










Precautions

WARNING

Do not connect air conditioner to multi-purpose socket.

This appliance can be used by children aged from 8 
Operation and Maintenance

If the supply cord is damaged, it must be replaced by 
the manufacturer, its service agent or similarly qualified 
persons in order to avoid a hazard.

Do not spray water on indoor unit. It may cause electric
shock or malfunction.

Otherwise, it may cause fire hazard.

Children shall not play with the appliance.
Cleaning and user maintenance shall not be made by 
children without supervision.

years and above and persons with reduced physical, 
sensory or mental capabilities or lack of experience 
and knowledge if they have been given supervision or 
instruction concerning use of the appliance in a safe 
way and understand the hazards involved. 

Do not wash the air conditioner with water to avoid 
electric shock.

After removing the filter, do not touch fins to avoid injury.
Do not use fire or hair dryer to dry the filter to avoid
deformation or fire hazard.

Do disconnect power supply when cleaning air 
conditioner. Otherwise, it may cause electric shock.
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Do not block air outlet or air inlet. It may cause 
malfunction.

remote controller may be broken.

● Power cord is overheating or damaged.
● There’s abnormal sound during operation.
● Circuit break trips off frequently.
● Air conditioner gives off burning smell.
● Indoor unit is leaking.

contact the dealer or qualified professionals for service.

When turning on or turning off the unit by emergency 
operation switch, please press this switch with an insulating 
object other than metal.

outlet. It may cause personal injury or damage.

Precautions

WARNING

conditioner and disconnect power immediately, and then 

If the air conditioner operates under abnormal conditions, 
it may cause malfunction, electric shock or fire hazard.

Do not spill water on the remote controller, otherwise the 

electric shock or damage. Please contact dealer when 
you need to repair air conditioner. 

Do not repair air conditioner by yourself. It may cause 

objects. It may cause damage or personal injury.
Do not step on top panel of outdoor unit, or put heavy 

When below phenomenon occurs, please turn off air 

Do not extend fingers or objects into air inlet or air 

Maintenance must be performed by qualified 
professionals. Otherwise, it may cause personal injury 
or damage.
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Installation must be performed in accordance with the 

persons in order to avoid a hazard.

must be properly grounding with specialized grounding 
device by a professional. Please make sure it is always 
grounded effectively, otherwise it may cause electric shock.

The appliance must be positioned so that the plug is 
accessible.

If the length of power connection wire is insufficient, please 
contact the supplier for a new one. Avoid extending the 
wire by yourself.

All wires of indoor unit and outdoor unit should be 
connected by a professional. 

national wiring regulations.

requirement of NEC and CEC by authorized personnel 
only.

Precautions

WARNING

wire, which can't be used for other purposes.
The grounding resistance should comply with national 
electric safety regulations.

The air conditioner is the first class electric appliance. It 

keep the interconnection cable away from the copper 
tube.

The temperature of refrigerant circuit will be high, please 

the manufacturer, its service agent or similarly qualified 
If the supply cord is damaged, it must be replaced by 

The yellow-green wire in air conditioner is grounding 

The appliance shall be installed in accordance with 

Do not put through the power before finishing installation.
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Indoor side DB/WB(℃ ) Outdoor side DB/WB(℃ )
Maximum cooling 32/23 43/26
Maximum heating 27/- 24/18

●
NOTICE:

The operating temperature range (outdoor temperature) for heat pump unit of 
low-temperature cooling is -15℃ ~ 43℃.

For heat pump unit of low-temperature cooling and heating is  -22℃ ~ 43℃ .

The indoor unit should be installed close to the wall. 
Instructions for installation and use of this product are 
provided by the manufacturer.

Precautions

WARNING

place, only the qualified person can perform the work. 
Otherwise, it may cause personal injury or damage.

If you need to relocate the air conditioner to another 
must be installed in the line.
For the air conditioner without plug, an circuit break 

far away from animals or plants.If it is unavoidable, 
please add the fence for safety purpose.

Select a location which is out of reach for children and 

reachable after finishing installation.
For the air conditioner with plug, the plug should be  
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Working temperature range



Parts Name

Outdoor Unit
air inlet

Connection wire

air outlet

NOTICE:
Actual product may be different from above graphics, please refer to actual 
products.
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All the work men who are engaging in the refrigeration system should bear the
valid certification awarded by the authoritative organization and the qualification
for dealing with the refrigeration system recognized by this industry. If it needs
other technician to maintain and repair the appliance, they should be supervised
by the person who bears the qualification for using the flammable refrigerant.
It can only be repaired by the method suggested by the equipment’s manufacturer.

Safety operation of flammable refrigerant
Qualification requirement for installation and maintenance man

Installation notes
The air conditioner is not allowed to use in a room that has running fire (such as fire
source, working coal gas ware, operating heater).

Maintenance notes

Welding

Check whether the maintenance area or the room area meet the requirement of the
nameplate.
- It’s only allowed to be operated in the rooms that meet the requirement of the

Check whether the maintenance area is well-ventilated.
- The continuous ventilation status should be kept during the operation process.
Check whether there is fire source or potential fire source in the maintenance area.
- The naked flame is prohibited in the maintenance area; and the “no smoking”

warning board should be hanged.

nameplate.

Check whether the appliance mark is in good condition.
- Replace the vague or damaged warning mark.

If you should cut or weld the refrigerant system pipes in the process of maintaining, 
please follow the steps as below:

It is not allowed to drill hole or burn the connection pipe.
The air conditioner must be installed in a room that is larger than the minimum room
area. The minimum room area is shown on the nameplate or following table a.
Leak test is a must after installation.

Charge amount (kg) ≤1.2 1.3 1.4 1.5 1.6 1.7 1.8 1.9 2 2.1 2.2 2.3 2.4 2.5

/

/

/

/ 14.5 16.8 19.3 22 24.8 27.8 31 34.3 37.8 41.5 45.4 49.4 53.6

5.2 6.1 7 7.9 8.9 10 11.2 12.4 13.6 15 16.3 17.8 19.3

1.6 1.9 2.1 2.4 2.8 3.1 3.4 3.8 4.2 4.6 5 5.5 6

1.1 1.3 1.4 1.6 1.8 2.1 2.3 2.6 2.8 3.1 3.4 3.7 4

floor location

wall mounted

window mounted

ceiling mounted

Minimum
room

2area( m  )

table a - Minimum room area ( m  )2



Safety operation of flammable refrigerant

Filling the refrigerant

Safety instructions for transportation and storage

a. Shut down the unit and cut power supply
b. Eliminate the refrigerant
c. Vacuuming
d. Clean it with N2 gas
e. Cutting or welding
f. Carry back to the service spot for welding
The refrigerant should be recycled into the specialized storage tank.
Make sure that there isn’t any naked flame near the outlet of the vacuum pump
and it’s well-ventilated.

Use the refrigerant filling appliances specialized for R32. Make sure that different
kinds of refrigerant won’t contaminate with each other.

After filling is finished, please do the leakage detection before test running; another
time of leak detection should be done when it’s removed.

Please use the flammable gas detector to check before unload and open the container.
No fire source and smoking.
According to the local rules and laws.

The refrigerant tank should be kept upright at the time of filling refrigerant.
Stick the label on the system after filling is finished (or haven’t finished).
Don’t overfilling.
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Installation dimension diagram
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To ensure safety, please be mindful of the following precautions. 

Warning
When installing or relocating the unit, be sure to keep the refrigerant 
circuit free from air or substances other than the specified refrigerant.
Any presence of air or other foreign substance in the refrigerant circuit will cause 
system pressure rise or compressor rupture, resulting in injury.
When installing or moving this unit, do not charge the refrigerant which 
is not comply with that on the nameplate or unqualified refrigerant.
Otherwise, it may cause abnormal operation, wrong action, mechanical 
malfunction or even series safety accident.
When refrigerant needs to be recovered during relocating or repairing the 
unit, be sure that the unit is running in cooling mode.Then, fully close the 
valve at high pressure side (liquid valve).About 30-40 seconds later, fully 
close the valve at low pressure side (gas valve), immediately stop the unit 
and disconnect power. Please note that the time for refrigerant recovery 
should  not exceed 1 minute. 
If refrigerant recovery takes too much time, air may be sucked in and cause 
pressure rise or compressor rupture, resulting in injury. 
During refrigerant recovery, make sure that liquid valve and gas valve are 
fully closed and power is disconnected before detaching the connection pipe. 
If compressor starts running when stop valve is open and connection pipe is not 
yet connected, air will be sucked in and cause pressure rise or compressor 
rupture, resulting in injury.
When installing the unit, make sure that connection pipe is securely 
connected before the compressor starts running.
If compressor starts running when stop valve is open and connection pipe is not 
yet connected, air will be sucked in and cause pressure rise or compressor 
rupture, resulting in injury.

Prohibit installing the unit at the place where there may be leaked corrosive 
gas or flammable gas.
If there leaked gas around the unit, it may cause explosion and other accidents. 
Do not use extension cords for electrical connections. If the electric wire 
is not long enough, please contact a local service center authorized  
and ask for a proper electric wire.
Poor connections may lead to electric shock or fire.
Use the specified types of wires for electrical connections between the 
indoor and outdoor units. Firmly clamp the wires so that their terminals 
receive no external stresses.
Electric wires with insufficient capacity, wrong wire connections and insecure 
wire terminals may cause electric shock or fire.

Safety precautions for installing and relocating the unit







● For the unit with cooling capacity of 2300W

at least 3cm above the floor

 Note:

   installing the outdoor unit.
Make sure the support can withstand at least

   four times of the unit weight.
The outdoor unit should be installed at least

joint. (for the model with heating tube, the 
installation height should be no less than 20cm.)

●

●

~5000W, 6 expansion screws are needed;
for the unit with cooling capacity of 6000W
~8000W, 8 expansion screws are needed;
for the unit with cooling capacity of 10000W
~16000W, 10 expansion screws are needed.

Installation of outdoor unit

(select it according to the actual installation situation)
1. Select installation location according to the house structure.
2. Fix the support of outdoor unit on the selected location with expansion screws.

1. Place the outdoor unit on the
support.
Fix the foot holes of outdoor unit
with bolts.

2.

2. Connect the drain hose into the drain vent.
foot holes

foot holes

chassis

outdoor drain joint
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drain vent
Drain hose

Connect the outdoor drain joint into
the hole on the chassis, as shown in
the picture below.

Step two: install drain joint 
(Only for some models)   
1.

NOTE: As for the shape of drainage joint, 
please refer to the current product. 
Do not install the drainage joint in the 
severe cold area. Otherwise,it will be 
frosted and then cause malfunction. 







Vacuum pumping
Use vacuum pump

1. Remove the valve caps on
the liquid valve and gas
valve and the nut of refri-

    gerant charging vent.

liquid valve piezometer
Lo Hi

2. Connect the charging ho- valve cap

vacuum pump

6. Tighten the screw caps of valves and refrigerant charging vent.
7. Reinstall the handle.

2.
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gas valve

refrigerant charging
vent

nut of refrigerant
charging vent

inner hexagon
spanner

close
openClose the vacuum pump4.

With leakage detector:
Check if there is leakage with leakage detector.
With soap water:
If leakage detector is not available, please use soap water for leakage detection.
Apply soap water at the suspected position and keep the soap water for more
than 3min. If there are air bubbles coming out of this position, there's a leakage.

Leakage detection
1.

    se of piezometer to the 
    refrigerant charging vent 
    of gas valve and then co-
    nnect the other charging 
    hose to the vacuum pump.
3. Open the piezometer com-

and maintain this status for
1-2min to check if the pres-

    sure of piezometer remains 
    in -0.1MPa. If the pressure decreases, there may be leakage.
5. Remove the piezometer, open the valve core of liquid valve and gas valve

completely with inner hexagon spanner.

    pletely and operate for 
    10-15min to check if the 
    pressure of piezometer re-
    mains in -0.1MPa.
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(heating) capacity.

1. Preparation of test operation
● The client approves the air conditioner.
● Specify the important notes for air conditioner to the client.

2. Method of test operation
● Put through the power, press ON/OFF button on the remote controller to start

operation.
● Press MODE button to select AUTO, COOL, DRY, FAN and HEAT to check

whether the operation is normal or not.
● If the ambient temperature is lower than 16℃ , the air conditioner can’t

start cooling.

Is the inlet and outlet of piping hole 
been covered?

It may cause insufficient cooling
(heating) capacity or waster eletricity.

Check after installation

Test operation

Items to be checked Possible malfunction
The unit may drop, shake or emit noise.

Have you done the refrigerant leakage 
test? (heating) capacity.

It may cause condensation and water 
dripping.

Is water drained well? It may cause condensation and water 
dripping.

Is the voltage of power supply accord-
ing to the voltage marked on the
nameplate?

It may cause malfunction or damaging 
the parts.

Is electric wiring and pipeline installed
correctly?

It may cause malfunction or damaging 
the parts.

Is the unit grounded securely? It may cause electric leakage.

Does the power cord follow the speci- It may cause malfunction or damaging 
the parts.

Is there any obstruction in the air inlet 
and outlet? (heating) capacity.

The dust and sundries caused during 
installation are removed?

It may cause malfunction or damaging 
the parts.

The gas valve and liquid valve of 
connection pipe are open completely?
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