






Explanation of Symbols

Exception Clauses

Indicates a hazardous situation that, if not avoided, will

Manufacturer will bear no responsibilities when personal injury or 

1.Damage the product due to improper use or misuse of the product;

2.Alter, change, maintain or use the product with other equipment without abiding 
by the instruction manual of manufacturer;

product;
4.After verification, defects are due to improper operation during transportation of 

regulations;
5.Operate, repair, maintain the unit without abiding by instruction manual or related 

performance of parts and components that produced by other manufacturers;
6.After verification, the problem or dispute is caused by the quality specification or 

majeure.
7.The damage is caused by natural calamities, bad using environment or force 

3.After verification, the defect of product is directly caused by corrosive gas;

property loss is caused by the following reasons.

result in death or serious injury.  

Indicates a hazardous situation that, if not avoided, could 
result in death or serious injury. 

Indicates a hazardous situation that, if not avoided, may
result in minor or moderate injury.  

Indicates important but not hazard-related information, 
used to indicate risk of property damage. 

Indicates a hazard that would be assigned a signal word 
WARNING or CAUTION.

DANGER

WARNING

CAUTION

NOTICE





Precautions

WARNING

Do not connect air conditioner to multi-purpose socket.

This appliance can be used by children aged from 8 
Operation and Maintenance

If the supply cord is damaged, it must be replaced by 
the manufacturer, its service agent or similarly qualified 
persons in order to avoid a hazard.

Do not spray water on indoor unit. It may cause electric
shock or malfunction.

Otherwise, it may cause fire hazard.

Children shall not play with the appliance.
Cleaning and user maintenance shall not be made by 
children without supervision.

years and above and persons with reduced physical, 
sensory or mental capabilities or lack of experience 
and knowledge if they have been given supervision or 
instruction concerning use of the appliance in a safe 
way and understand the hazards involved. 

Do not wash the air conditioner with water to avoid 
electric shock.

After removing the filter, do not touch fins to avoid injury.
Do not use fire or hair dryer to dry the filter to avoid
deformation or fire hazard.

Do disconnect power supply when cleaning air 
conditioner. Otherwise, it may cause electric shock.
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Safety operation of flammable refrigerant

Filling the refrigerant

Safety instructions for transportation and storage

a. Shut down the unit and cut power supply
b. Eliminate the refrigerant
c. Vacuuming
d. Clean it with N2 gas
e. Cutting or welding
f. Carry back to the service spot for welding
The refrigerant should be recycled into the specialized storage tank.
Make sure that there isn’t any naked flame near the outlet of the vacuum pump
and it’s well-ventilated.

Use the refrigerant filling appliances specialized for R32. Make sure that different
kinds of refrigerant won’t contaminate with each other.

After filling is finished, please do the leakage detection before test running; another
time of leak detection should be done when it’s removed.

Please use the flammable gas detector to check before unload and open the container.
No fire source and smoking.
According to the local rules and laws.

The refrigerant tank should be kept upright at the time of filling refrigerant.
Stick the label on the system after filling is finished (or haven’t finished).
Don’t overfilling.
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